
COLECCIÓN BRIC
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CERÁMICA

31 X 56 CM

RECTIFICADO REVESTIMIENTO

BRIC

MEDIDA ESPESOR ACABADO

31 X 56 CM

2 SIDES 4 SIDES

INTERLOCKING 

REGULAR

PREMIUM BASIC

30 X 60 CM 30 X 45 CM

ESPESOR 10.5 MM

ESPESOR 10 MM
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INTERLOCKING



8 98

CE
RA

M
IC

A
BR

IC
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Matt
Glossy

INTERLOCKING 2 SIDES

BRIC-INT_024BRIC-INT_022

BRIC-INT_022 (REAL PICTURE) BRIC-INT_024 (REAL PICTURE)
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INTERLOCKING 2 SIDES

BRIC-INT_015BRIC-INT_014
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BRIC-INT_023
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BRIC-INT_021
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BRIC-INT_038 (REAL PICTURE) BRIC-INT_040 (REAL PICTURE)
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BRIC-INT_008BRIC-INT_007
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BRIC-INT_013

BRIC-INT_010
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BRIC-INT_011
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BRIC-INT_0

INTERLOCKING 4 SIDES

BRIC-INT_026

BRIC-INT_025 (GLOSSY - REAL PICTURE)

BRIC-INT_025

BRIC-INT_026 (GLOSSY - REAL PICTURE)
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BRIC-INT_028	

BRIC-INT_027 (GLOSSY - REAL PICTURE) BRIC-INT_028 (GLOSSY - REAL PICTURE)

BRIC-INT_027
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BRIC-INT_029 (GLOSSY - REAL PICTURE)

BRIC-INT_029 BRIC-INT_030

BRIC-INT_030 (MATT - REAL PICTURE)
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BRIC-INT_031 (MATT - REAL PICTURE)

BRIC-INT_031 BRIC-INT_032

BRIC-INT_032 (GLOSSY - REAL PICTURE)
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INTERLOCKING 4 SIDESINTERLOCKING 4 SIDES

BRIC-INT_034 BRIC-INT_036
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REGULAR BASIC
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REGULAR BASIC

30x45 cm 10 mm 
Matt
Glossy

BR
IC

BRIC-45_002 BRIC-45_003
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BRIC-45_004

BRIC-45_004 REAL PICTURE BRIC-45_005 REAL PICTURE

BRIC-45_005
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BRIC-45_008 BRIC-45_009
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REGULAR BASIC

BRIC-45_010

BRIC-45_012

BRIC-45_011

BRIC-45_013
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REGULAR BASIC

BRIC-45_014 BRIC-45_001
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REGULAR PREMIUM
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REGULAR PREMIUM

30x60 cm 10 mm 
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BRIC-60_001

BRIC-60_001 REAL PICTURE BRIC-60_002 REAL PICTURE

BRIC-60_002
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BRIC-60_003

BRIC-60_003 REAL PICTURE BRIC-60_004 REAL PICTURE

BRIC-60_004
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BRIC-60_007 REAL PICTURE BRIC-60_008 REAL PICTURE



60 6160

CE
RA

M
IC

A

REGULAR PREMIUM

30x60 cm 10 mm 
Matt
Glossy

BR
IC
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BRIC-60_015

BRIC-60_015 REAL PICTURE
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TECHNICAL SPECIFICATION PACKING LIST
FORMAT THICKNESS PCS./

BOX
WEIGHT/
BOX

COVER/ 
BOX

BOXES / 
PALLET

BOXES / 
CONT.

PALLET / 
CONT.

SQ. MTR./ 
CONT.

WEIGHT/ 
CONT.

31 X 56 CM 10.5 MM 8 20,5 KG 1.39 M ² 60 1200 20 1668 27

30 X 60 CM 10 MM 5 14 KG 0,90 M ² 84 1932 23 1738,80 27

30 X 45 CM 9.5 - 10 MM 5 10 KG 0,67 M ² 120 2640 22 1774,08 27

KIND OF TEST TEST METHOD REQUIREMENTS RESULT BRIC PCS

1 DIMENSIONS AND SURFACE QUALITY

A- LENGTH ISO10545-2:2019 ±0.6% - ±2 MM AVEG. 0.24% - AVEG. 1.32 MM

 WIDTH ISO10545-2:2019 ±0.6% - ±2 MM AVEG. 0.14% - AVEG. 0.44 MM

B- THICKNESS ISO10545-2:2019 ±5% - ±0.5 MM AVEG. 0.67% - AVEG. 0.07 MM

C- STRAIGHTNESS OF SIDES
LENGTH

ISO10545-2:2019 ±0.5% - ±1.5 MM MAX 0.09% - MAX 0.53 MM

WIDTH ISO10545-2:2019 ±0.5% - ±1.5 MM MAX 0.10% - MAX 0.34 MM

D- RECTANGULARITY
LENGTH

ISO10545-2:2019 ±0.5% - ±2 MM MAX 0.11% - MAX 0.63 MM

WIDTH ISO10545-2:2019 ±0.5% - ±12 MM MAX 0.14% - MAX 0.43 MM

E- SURFACE FLATNESS (CENTRE CURVATURE)
LENGTH

ISO10545-2:2019 ±0.5% - ±2 MM MAX 0.07% - MAX 0.52 MM

WIDTH ISO10545-2:2019 ±0.5% - ±2 MM MAX 0.08% - MAX 0.37 MM

SURFACE FLATNESS (EDGE CURVATURE)
LENGTH

ISO10545-2:2019 ±0.5% - ±2 MM MAX 0.10% - MAX 0.54 MM

WIDTH ISO10545-2:2019 ±0.5% - ±2 MM MAX 0.13% - MAX 0.39 MM

WARPAGE RELATED TO DIAGONAL CALCULATED FROM THE 
WORK SIZE
LENGHT

ISO10545-2:2019 ±0.5 % - ±2MM MAX 0.07% - MAX 0.55MM

WIDTH ISO10545-2:2019 ±0.5 % - ±2MM MAX 0.09% - MAX 0.41MM

F- SURFACE QUALITY ISO10545-2:2019 MINIMUM 95% OF TILE SHALL BE 
FREE FROM VISIBLE DEFECTS

100%

2 WATER ABSORTION %       ISO10545-3:2018 EV > 10% WHERE THE AVEG. 
EXCEEDS 20%. INDIVIDUAL 
MINIMUM VALUE 9%

AVERAGE 14.75%
MAXIMUM 15.44%
MINIMUM 14.49%

3 BREAKING STRENGHT IN N ISO10545-4:2019 NOT LESS THAN 600 THICKNESS 
>7.5MM

AVERAGE 640.41 N
MINIMUM 718.56 N

3 MODULUS OF RUPTURE ISO10545-4:2019 MINIMUM 12
THICKNESS > 7.5MM

AVERAGE 14.02 N/MM² 
MINIMUM 13.35 N/MM²

4 RESISTANCE TO SURFACE ABRASION (PEI) ISO10545-7:2007 ABRASION CLASS AND CYCLES 
PASSED

N/A

5 COEFFICIENT OF LINER THERMAL EXPANSION (FROM 
AMBIENT TEMPERATURE TO 100°C)

ISO10545-8:2016 9X10""6 MAX 5.25 X 10””6

6 THERMAL SHOCK RESISTANCE ISO10545-9:2016 TEST METHOD AVAILABLE 10 CYCLE 
PASS

FULLY RESISTANCE

7 CRAZING RESISTANCE ISO10545-11:2007 TWO CYCLE MUST PASS FULLY RESISTANCE

8 FROST RESISTANCE ISO10545-12:2007 REQUIRED N/A

9 MOISTURE EXPANSION MM/M ISO10545-10:2006 TEST METHOD AVAILABLE 0.05 
MM/M

0.042 MM/M

10 SMALL COLOUR DIFFERENCES ISO10545-16:2014 PLAIN COLOURED TILES ONLY 
WHERE REQUIRED GL: Δ <0.75

N/A

11 IMPACT RESISTANCE (COEFFICIENT OF RESTITUTION COR) ISO 10545-5:2006 TEST METHOD AVAILABLE N/A

12 BULK DENSITY IN (G/CC) ISO10545-3:2018 2.2 MIN 2.2474 G/CC

13 CHEMICAL PROPERTIES -
RESISTANCE TO STAINING

GREEN STAIN IN LIGHT OIL
RED STAIN IN LIGHT OIL
LODIN, 13G/L IN ALCOHOL
OLIVE OIL

ISO10545-14:2016 MIN CLASS - 3

CLASS 4
CLASS 4
CLASS 4
CLASS 5

14 RESISTANCE TO LOW CONCENTRATION OF ACID & ALKALI

HYDROCHLORIC ACID SOLUTION 3% V/V
CITRIC ACID SOLN. 100 GM/L
POTASSIUM HYDROXIDE SOLN 30 GM/L

ISO10545-13:2018 MANUFACTURER TO STATE 
CLASSIFICATION

GLA
GLA
GLA

15 RESISTANCE TO HIGH CONCENTRATION OF ACID & ALKALI

HYDROCHLORIC ACID SOLUTION 18% V/V
LACTIC  ACID 5% V/V
POTASSIUM HYDROXIDE SOLN 100 GM/L

ISO10545-13:2018 TEST METHOD AVAILABLE GHA
GHA
GHB

16 HOUSEHOLD CHEMICAL RESISTANCE
AMMONIUM CHLORIDE SOLUTION 100 GM/L

ISO10545-13:2018 MINIMUM CLASS B GA

17 SWIMMING POOL SALT:
SODIUM HYPOCHLORITE SOLUTION 20 MG/L

ISO10545-13:2018 MINIMUM CLASS B GA

18 LEAD AND CADMIUM RELEASE

LEAD RELEASE IN MG/DM² ISO10545-15:2006 TEST METHOD AVAILABLE 0.1MG/
DM ²

0.011 MG/DM²

CADMIUM RELEASE IN MG/DM² ISO10545-15:2006 TEST METHOD AVAILABLE 0.1MG/
DM ²

0.008 MG/DM²
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